. Cobalt Bluetooth Headset Adapter

R
LED INDICATOR DEFINITIONS

1 Blue Flash every 6 seconds:
Blue & Red Alternating flash:

1 Blue Flash every 4 seconds:
Red light constantly on:
Green light constantly on:
Pairing Code:
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T AU WD
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The new BLUE BT-TOP pairs with any
device that uses standard Bluetooth
headsets INCLUDING CELL PHONES
and Cobalt BLUE BT radio adapters!

BLUE BT-TOP also works with all Cobalt
“blue” muff headsets, and is additionally
available as a custom wireless kit with
Cobalt TM throat microphones and other
select audio accessories.

The BLUE BT-TOP may work with other
brand muff headsets (consult with your
Cobalt dealer).

Bluetooth Speaker (earphone),
Microphone Adapter with PTT control switch

Operating Temp Range: -20to +50 C
Weight: 140 gm.
Bluetooth Version: v2.1 + EDR
Transmitted power: GFSK 5.37 dBm
Output Power: 8DPSK 4.55 dBm
Rx Sensitivity: -82 dBm (typ.)

PTT Mode: Spp
Power Class: 2
Average Range: 10 meters

LED Display Indicator:
Rechargeable Battery:
Average Duty Cycle:

Dual color indicator
5VDC, 330mAh
12 hours

Currently not paired with any other device.

In Pairing Mode (to enter pairing mode hold down PTT
while turning on power switch)

Paired with other device.

Need to charge the battery

Battery charging completed.

If pairing to cellphone, Device Name: "BT EarMuff" &
pairing code: "0000"



